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Building Department 
732 Main Street 

Harwich, MA  02645 
Telephone: (508) 430-7506          Fax: (508) 430-4703  
 

APPLICATION TO INSTALL SOLID FUEL-BURNING APPLIANCES 

INSTALLATION OF SOLID FUEL-BURNING APPLIANCES SHALL CONFORM WITH ALL APPLICABLE 
PROVISIONS OF SECTION 3610.6 OF THE SEVENTH EDITION OF THE MASSACHUSETTS STATE 

BUILDING CODE 780 CMR. 

Permit Fee $55.00   Payment type    Date     Permit #      
 
Legal Owner(s)        Telephone#    
 
Address of Installation         Map& Parcel     
 
Applicant Name        Telephone#    
 
Installer’s Name         License Type/#    
 
Installer’s Address         Est. Cost    

 Stove 
A. New       Used       
B. Type: Radiant      Circulating      
C. Manufacturer      Label #(s)      

Name/Model #      Collar Size      
Dimensions: Height    Length    Width    

Chimney 
A. New      Existing       
B. Size (flue area)            
C. Other appliances attached to flue (number & flue size)       
D. Prefab (manufacturer & type)           
E. Masonry: Lined   Flue Liner (type & size)      
F. Unlined    
G. Height: (refer to diagrams on back of this form)    Cap    
H. Hearth:  (1)  Materials         

(2) Subfloor Construction       
(3) Minimum dimensions       

 

THE FOLLOWING TABLE IS TO BE USED WHERE A USED APPLIANCE IS BEING INSTALLED OR WHERE NO 
MANUFACTURER’S SPECIFICATIONS ARE AVAILABLE. 

 

Table 3610.6.111, 2, 3 
STANDARD CLEARANCES TO COMBUSTIBLES FOR SOLID FUEL-BURNING APPLIANCES 

 

Appliance Type Clearance Above Top 
of Appliance 

(inches) 

Clearance from Front 
of Appliance 

(inches) 

Clearance from Back 
of Appliance 

(inches) 

Clearance from Sides 
of Appliance 

(inches) 
Room Heaters; 
Fireplace Stoves; 
Combination 

 
36 

 
36 

 
36 

 
36 

1. For required clearance requirements, see 780 CMR 3610.6.8.1. 
2. Adequate clearance for maintenance and cleaning shall be provided. 
3. Provisions for solid fuel storage – solid fuel shall not be stored any closer than 16 inches from the sides, front, or back 

of the solid fuel-burning appliance.  


